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MERZ Schaltgeräte
GMBH + CO KG
Kernerstr. 15
D-74405 Gaildorf

Telefon:
Telefax:
Email:
Internet:

+49 7971 252-252
+49 7971 252-351
info@merz-schaltgeraete.de
www.merz-schaltgeraete.de

Geschäftsführung
MERZ Schaltgeräte GMBH
Siegfried Glaser
Alberto Maffucci

Rechtsform: GmbH & Co. KG
Sitz: Gaildorf
Registergericht:
Stuttgart HRA 722152

WEEE-Reg.-Nr. DE 35671258
USt.-ID 257324401
Steuer-Nr. 84063/04014
EORI-Nr. DE 6909809

Bankverbindung
Oberbank AG, München
BIC OBKLDEMX
IBAN DE56 7012 0700 8051 0109 01

data

Subject to change without notice, errors and errata excepted.

Load Load Load Load Load Load

Rated insulation Voltage
Conventional thermal current Ith

Rated impulse withstand voltage Uimp

Rating
Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational voltage Ue

acc. IEC 60947-1, IEC 60947-3, CCC

open

DC-21B

DC-21B

DC-PV1

DC-PV1

DC-PV1

DC-PV1

Vdc
Adc
kV

Vdc
Adc
Vdc
Adc
Vdc
Adc
Vdc
Adc
Vdc
Adc
Vdc
Adc

1000
40
8

-
-
-
-

400
40

600
40

800
32

1000
25

Rated short time withstand current Icw 1sec

Rated short time making capacity Icm

Pollution degree
Overvoltage category
Terminal cross section  solid or multi-stranded

Finely stranded with ferrule
Terminal screws
Torque terminal screws
Ambient temperature
Ambient temperature peaks up to

min./max.
min./max.

Adc
Adc

mm2

mm2

Nm
C°

540
540

3
III

1,5 - 10
1,5 - 10

M4
2

+70/-40

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational voltage Ue

Rated operational current Ie

Rated operational current Ie

C° +75

Available for 1, 2 and 3MPPT


